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Patents Patents 1 - 10 on ARP request and table and condition and port and lUIAC address and IP address. (0.06 secon 



> List view Automatic determination of correct IP address for network-connected 

devices 

The normal use of ARP request messages is to inquire the lUIAC address of a target 
... The supervisor 200 updates the equivalence table that links the IP ... 



Apparatus and methods for routerless layer 3 forwardin g in a network 
US Pat. 6256314 ■ riled Aug 1 1 , 1398 ■■ Avaya technology Corp. 
2C); and the port number in the MAC table (FIG. 2C) corresponding to the 
destination MAC address of the received packet is not the port from which the 



System and meth for controiled access to shared-medium..p.ub!Jc and 
semi . .. 

lis Pat. 6393484 ^ .\\ ^ — ^ o^vGotD. 

If no entry is found for the IP address, ARP broadcasts a request packet in a 
... The DHCP server adds an ARP IP to the MAC address table entry with the ... 

Method and.syMem congestion flow control in a high .speM.nMwork 
V i V - ^ ^ . - ^ Go V r 

The hub, in step 604, builds and transmits an ARP request frame targeting the 
retrieved IP address. When an ARP response frame is received, the MAC address 



Routing mechanism for networks wit h separate upstream and do wnstream 
traffic 

us Pat. 6282575 - Filed Dec1 1 , 1 997 - Intel Corporatiori 

The ARP command to network router 1 12 will insert an entry into the tables of 

network router 112 that will associate the IP address to the MAC address such 



Communication apparatus for routing or discarding a packet sent from a 
user ... 

"us Pat. 6907470 ■■ Filed Jun 28, 2001 ■ Hitachi, Ltd. 

The MAC address of the user terminal 2806 is not registered in the ... the 

source IP address included in the 55 ARP Request or ARP Reply packet with the 



SyMem and method for^^i^^ 

The network flow controller 810 responds to ARP requests for the cluster IP 
address by sending the network flow controller 81 0 MAC address, ensuring that 



Sysiem and method for provi ding access to a network with selective 
network ... 

US F-^at. 7 127524 - Filed Dec 21 . 2CV x ^ ^ . 

The MAC address for that IP address is identified using conventional ... to IP 
addresses not in the table and for which a reply to an ARP request has not ... 

VPN device ciustering using a network fiow switch and a different mac ... 
http://www.google.com/patents?q=ARP+request+and+table+and+condition+and+port+and+MAC+addr... 12/22/2009 



Coyer view 

> Sort by relevance 

Sort by date {'new first ) 
SM b^dateio!d.first). 

> Any status 

Jssuedpatents 
Applications 
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